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Serviceinstruktioner Hydraultank

Hydrauliktank pa lastbil

Dessa hydraultankar utformas for
ackumulering, kylning och avluftning av olja.
Tankarna skall inte och far inte utsattas for
tryck.

Luftfilter

Pa lastbilar och andra mobila enheter
tvingas man ofta kompromissa med storlek
pa tank. For liten tank och en smutsig miljo
runt tanken ger o©kad risk for snabb
igensattning av luftfiltret. Forutom smuts
fran  utsidan riskerar dven oljan i
utandningsluften att smutsa/blota
andningsfiltret med obstruktion som foljd.
Smutsigt eller blott luftfilter kan leda till bl.a.
sprangning av tank, funktionsstorningar i
hydraulsystemet och pumphaveri. Detta
staller hoga krav pa anvandaren. Tillse att
andningsfilter alltid &r rent och anpassa
serviceintervall  till  det sammansatta
systemets funktion, miljd6 och erfaren
smutsning/vatning av filtret.

Overfyllning

Vid byte av extern utrustning finns risk for
overfyllning av tank. Om tanken o6verfylls vid
hoga floden riskerar tank eller andra
systemdelar ta skada till féljd av uppstaende
tryckstot. Tillse att systemets oljemangd ar
anpassat till funktion och tankvolym.

Funktionsprov av sammansatt
hydraulsystem

Mobila hydraulsystem sammansatts ofta av
flera utbytbara enheter. Chassi, pabyggnad
och  hydraulikkomponenter fran olika
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leverantorer skall arbeta tillsammans med
for tillverkarna okdnda externa enheter. Det
staller krav pa brukare och leverantor. Innan
idrifttagning maste det tillses att alla
enheter i det sammansatta systemet (bil,
trailer, kran etc.) &r avpassade till varandra.

Vad giller tankar maste det kontrolleras:

—> att sugledning och luftfilter inte bildar
motstand for pumpens oljetillforsel.

- att returflédet inte dr for hogt, m.a.p.
avluftning och tryckmotstand.

- att |uftfiltret inte smutsas eller blots
under foreslaget serviceintervall.

- att hydrauloljan inte blir for varm vid
drift.

- att oljemangden ar tillracklig, och inte
for stor, vid alla olika driftslagen.

Infastningar
Alf Pettersson AB producerar ett antal olika

infastningar for tank. Kontakta oss for ratt
val till er applikation.

ALF PETTERSSON AB

Trygg Processpartner
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Service instructions hydraulic tank

Hydraulic tanks on trucks

These tanks are designed for accumulating,
cooling and degassing of hydraulic oil. The
tanks are not designed to, and my not, be
pressurized.

Air breather filter

On trucks and other mobile units it’s often
required to make compromises between
size and volume. Insufficient size and a dirty
environment around the tank increases the
risk for early soiling of the air breather filter.
Besides dirt from the outside, oil in the
exhaling air can lead to obstruction in the air
filter due to soiling and wetting. Dirty or wet
ait filter can, for example, cause tank
deformation, hydraulic dysfunctions and
pump breakage. This requires the user to
have understanding for the system and act
accordingly. Make sure that the air filter at
all times are clean and dry — adjust service
intervals to the usage, environment and
experienced soiling.

Overfilling

When changing connected equipment there
is a risk of overfilling the tank. If the tank is
overfilled i.e., with high flow return oil, the
tank and other parts of the system can be
damaged due to high pressure peaks. Make
sure that the system oil volume is correct
even after changed external equipment.

Functional test of combined systems

Mobile hydraulic system is often combined
from several interchangeable units. Chassis,
body and hydraulic components from
different suppliers are assigned to work
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together with, for the suppliers, unknown
external units. This makes it necessary for
the user and/or end supplier to test the
combined functions. Make sure, before use
that all units in the combined system
(chassis, trailer, crane, etc.) work properly
together.

For the tank it’s important to check:

- that suction connection and air filter
does not hinder the oil supply for the pump.

- that the return flow isn’t too high in
reference to degassing and pressure inside
the tank.

- that the air filer isn’t soiled or wetted,
with the expected service interval.

-> that the hydraulic oil isn’t overheated.

- that the oil volume is sufficient, and not
too high, at all working cycles.

Brackets / frames

Alf Pettersson AB produce a number of
different frames and brackets for tanks.
Contact us for help in choosing fastener for
Your application.

ALF PETTERSSON AB

Trygg Processpartner
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